HITECHNIQUES LTD.
DATASHEET   0010

Tel:                01-4580725
Page 2 of 3
E-Mail:      survey@iol.ie



HOW TO UP/DOWNLOAD TO ELTA R SERIES USING HYPERTERMINAL
This procedure has a number of parts:

A
Setting up Hyperterminal

B
Entering upload information

C
Uploading to instrument

Or

D
Download from instrument

A
Setting up Hyperterminal

1 Click on Start button…Programs…Accessories…Hyperterminal…Hypertrm.exe

2 Enter name for setup e.g. ELTAR55…OK

3 Connect using ‘Direct to Com1’ …OK

4 Enter following info:

Bits per second
4800

Data bits

8

Parity


None

Stop bits

1

Flow Control

Xon/Xoff

OK

5 File…Save

6 File…Exit

B
Entering in upload information

1 Using Excel edit the special file ‘THIS IS ELTA R UPLOADING SPREADSHEET IN XL FORMAT.XLS’, delete the present co-ordinate information  and enter  the new co-ordinates that are to be uploaded to the Elta in the following columns:

Point code:
Column B

Point number:
Column C

Easting:
Column E

Northing: 
Column G

Height:

Column I

IMPORTANT:
DO NOT CHANGE THE COLUMN WIDTHS OR MAKE CHANGES TO ANY OTHER COLUMNS IN THE FILE

IMPORTANT: 
USE THE ENZ OR XYZ FILE DEPENDING ON HOW YOUR ELTAR55 IS SET UP AS ENZ OR XYZ

2
Make sure that END appears in the first column after the data

3
Give the file an appropriate name and Save As  ‘Formatted Text (Space Delimited)’

C
Uploading to instrument.

1
Connect the ELTA to Com1 on the PC with a downloading cable

2
On instrument

ON+MENU

Data Transfer

From Periphery to Mem

2 On PC

Start…Programs…Accessories…Hyperterminal…ELTAR55

Transfer…Send Text

Choose  file for  uploading 

Start

Transferring to Instrument should now commence.

D
Downloading from instrument

1 Ensure that there is some sample data on the ELTA, if not manually enter some coordinate data

2 Connect the ELTA to Com1 on the PC with a downloading cable

3 On PC

Start…Programs…Accessories…Hyperterminal…ELTAR55

Transfer…CaptureText

Use default name for file or enter an alternative name

Start

4 On instrument

ON+MENU

Data Transfer

From Mem to Periphery

All

Yes

Transferring to PC should now commence.

Troubleshooting:

In Hyperterminal, when I go to open the file to upload I get the message ‘Can not open file’

Close the files in Excel and try to open them again in Hyperterminal

I can’t find Hyperterminal in Accessories

Sometimes Hyperterminal is in Accessories…Communications  look for it there

I’m getting a message when I go to save the file in Excel about not being able to save multiple worksheets.

Ignore it,  click OK.

The files are uploaded but not accepted in the ELTA

Try shutting down both the PC and the ELTA and trying again, sometimes there are uncleared data in the buffers that corrupt the upload.

Check the ELTA configuration as follows:

Main display: angles are DMS and distance in m

Shift+Menu…SettingInstr:

1 Angle 

1”

2 Distance 
0.001m

3 V-refer 
zenith ((
4 Coord Sys
Y( X(  
this is important

5 Coord Disp
X, Y

6 Temperature
C

7 Pressure 
hPa

8 Turn Off
OFF

9 Sound

ON

10 Contrast
MOD

Shift+Menu…Setting Interface


1
Format

R4

this is important


2
Parity

none

this is important


3
Baudrate
4800

this is important


4
Protocol
XON/XOFF
this is important


5
Position c
11

default


6
Position p
16

default


7
Position I
1

default


8
T-O Rec ON
No


9
PC Demo
OFF


0
Recording
MEM/3
this is important
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